CHAPTER 7 - BIBLIOGRAPHY


13. Copper Development Association website www.copper.org

14. Copper Development Association “The copper tube handbook”
industry and its by-products-2001”

16. CRC Handbook of Chemistry and Physics, 1994

17. Dietrich et al “Health and aesthetic impacts of copper corrosion on drinking water” 
Water science and technology Vol.49 No. 2 pp. 55-62, 2004

18. Dennison et al “ Life cycle assessment: comparing strategic options for the mains 


21. Edwards, M., Kvech, S., Chen, S., Rushing, J., and Reiber, S., “Investigation of 
Copper Pitting Corrosion in WSSC Service Area”, available at 
http://www.wssc.dst.md.us/cfdocs/copperpipe/pinholescroll.cfm

22. Edwards, M. “Controlling corrosion in drinking water distribution systems: a grand 
challenge for the 21st century” Water science and technology Vol.49 No. 2, pp. 1-8, 
2004


26. Friedrich, E “Life cycle assessment as an environmental management tool in the 
production of potable water” Water Science and Technology Vol. 46 No. 9 pp 29-36

National Association of Corrosion Engineers (1990) pp. 266- 278

28. Glasbrook “Application of GIS for maintenance in widespread distribution networks” 
Water supply, Vol. 12, Nos. 3/4, Zurich, pp. 119-138, 1994


33. Heijungs et al. “Life cycle assessment: what it is and how to do it” UNEP IP.

34. Herbert “Technical and economic criteria determining the rehabilitation and/ or renewal of drinking water pipelines” Water supply, Vol. 12, Nos. 3/4, Zurich, pp. 105-117, 1994


41. Lane, 1993. Control of Scale and Corrosion in Building Water Systems

42. Law, A.M. and Kelton, W.D., Simulation Modeling and Analysis, McGraw Hill, 2000,
New York, NY.


47. Loganathan, G.V. “2002 MUSES Project proposal”.


49. Lorenz and Mansfeld “Determination of corrosion rates by electrochemical DC and AC methods” Corrosion science, Vol. 21, No. 9, pp. 647-672 (1981)


54. Myers and Cohen “Pitting corrosion of copper in cold potable water systems” Materials Performance 1995 pp. 60-62
55. NeuralWorks PREDICT by NEURAL WARE


57. Pelletier “Modeling water pipe breaks – three case studies” J. of Water Resources Planning and Management, ASCE. 2003 pp. 115-123

58. Personal communications from Dr. Edwards (2004), and his presentation in MUSES (Virginia Tech) project


66. Scardina, P. 2004, MUSES presentation


68. Strutt, J.E. “The prediction of corrosion by statistical analysis of corrosion profiles” 1984 pp. 305-315

98
69. Stokes “Recent developments in materials used in the water supply industry” Chemistry and industry, 1983 pp. 659-663


72. Tchobanoglous and Schroider, Water quality, Addison-Wesley Reading, MA (1985)


81. Zhou et al “Pinhole leaks in copper pipes: a statistical analysis” Reports of Department of Mathematics and Statistics, University of Maryland